


580-600W

Solar Cells

No. of Cells

Dimensions

Weight

Glass

Frame

Junction Box

Output Cables

Connectors

M echanical load test

Packaging

N-type HJT

144 (6×24)

2279 × 1134 × 30mm

31.5kg

Front: 2.0mm coated semi-tempered glass;  Back: 2.0mm semi-tempered glass

Anodized aluminium alloy

Ip68 rated (3 by pass diodes)

4mm2, 300mm (+) / 300mm (-), Length can be customized

Mc4 compatible

5400Pa

36pcs/box, 180pcs/20'GP, 720pcs/40'HQ

Mechanical Characteristics

Module Type: SE5-72HBD

Maximum power (Pmax/W)

Open Circuit Voltage (Voc/V)

Short Circuit Current (Isc/A)

Voltage at Maximum power (Vmpp/V)

Current Maximum Power (Impp/A)

MODULE EFFICIENCY (%)

Electrical Parameters (STC*) I-V Curve
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53.92

13.35

45.00

12.89

22.45
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23.57
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25.82
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28.06
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54.50

13.50

45.63

13.04

23.03

657

24.18

684

26.48

744

28.79

600

600

54.70

13.55

45.84

13.09

23.23

663

24.39

690

26.71

750

29.04

590

590

54.31

13.45

45.42

12.99

22.84

652

23.98

679

26.27

738

28.55

Maximum power (Pmax/W)

Maximum power (Pmax/W)

Maximum Power (Pmax/W)

Bifacial Output-Rearsid Power Gain

Operating Module Temperature

Maximun System Voltage

Maximun Series Fuse Rating

Power Tolerance

-40°C to +85°C

1500 DC (IEC)

30A

0/+5W

44±2°C

-0.26%°C

-0.24%°C

+0.04%°C

Operating Characteristics

Nominal Operating Temperature (NMOT)

Temperature Characteristics

Drawings Product Image

1. Standard Test Conditions [STC]: irradiance 1000W/m2;  AM 1.5;  ambient temperature 25°C according to EN 60904-3;

2. Tolerance of Pm: 0~+5W, Measuring uncertainty of power: ±3%. Performance deviation of Voc [V], Isc [A], Vm [V] and Im [A]: ±3%.

Cell temperature 25°C
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