


Hectrical Characteris tics

Efficiency (%) PR Zer npp (W) Cu?f:r)l(tfn? zel 6 K RCircut \V/ IMax.P Rzer Open Clrcul
pp (A) Current Isc (A) olt D J Hmpp (V) Volt D J Hov (V)

>235 7.76 13.086 13.776 0.593 0.692
23.4~235 7.73 13.057 13.762 0.592 0.691
23.3-234 7.69 13.02 13.730 0.591 0.690
23.2~233 7.66 12.983 13.713 0.590 0.689
23.123.2 7.63 12.95 13.686 0.589 0.688
23.0~23.1 7.59 12.908 13.639 0.588 0.687
22.9~23.0 7.56 12.879 13.601 0.587 0.686
22.8~229 7.53 12.89 13.635 0.586 0.685
22.7-228 7.49 12.803 13.575 0.585 0.684
22.6~227 7.46 12.774 13.564 0.584 0.683
22.5~226 7.43 12.744 13.554 0.583 0.682
22.4~225 7.40 12.7% 13.541 0.582 0.681
221223 7.30 12.608 13.527 0.579 0.678
22.0~221 7.26 12.56 13.495 0.578 0.677

* Standard Test Condition (STC): 1000W/ m, AM 1.5G, 25°C /Solar Cell Efficiency Positive Tolerance / Specifications and data for reference only

Temperature Coefficients

Quality Contr ol

TkCurrent 0.07%/ °C

+0.1% Efficiency Tolerance

The accuracy of the efficiency test is controlled within £0.1%
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SunEvo Solar Co., Ltd .

Add: 40 Wall Street 40 Floor New York NY 10036

Email: info@sunevo-usa.c om

Tel: 646-877-8151

Web: www.sunevo-usa. com




