


370-3 90W

Solar Cells

No. of Cells

Dimensions

Weight

Front Glass

Frame

Juncti on Box

Output Cables

Connect ors

Mechan ical Load Test

Packaging

N- type Mono

108 (6×18)

1722 × 1134 × 30mm

21.0kg

3.2mm coat ed tempered gla ss

Anodized aluminium allo y

Ip68 rat ed (3 by pa ss diodes)

4mm2, 300mm (+) / 300mm (-), L engt h can be cus tomized

MC4 compat ible

5400Pa 

36pcs/bo x, 216pcs/2 0'GP, 936pcs/40'HQ

Mechanical Charact erist ics

I-V Curve

Operatin g Module Temperatu re

Maximum System Voltage

Maximum Series Fuse Rating

Power Tolerance

-40 °C to +85°C

1500V DC (IEC)

25A

0~+5W

45±2°C

-0 .30%°C

-0 .25%°C

+0.046%°C

Operat ing Charact erist ics

Nominal Operating  Temperatu re (NMOT)

Temperatur e Charact erist ics

Drawing s Product Image

Cell temperatur e 25°C
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Voltage(V)

Voltage(V)

Cell Temp = 10°C

Cell Temp = 25°C

Cell Temp = 40°C

Cell Temp = 55°C

Cell Temp = 70°C

1000W/m2
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Sect ion A-A

Module Type: SE5-54H

Maximum Power (Pmax/W)

Voltage at Maximum P ower (Vmpp/V)

Current at Maximum P ower (Impp/A)

Open Circuit Voltage (Voc/V)

Short Circuit Current (Isc/A)

Electrical Parameters (STC*)

Maximum Power (Pmax)

Voltage at Maximum P ower (Vmpp/V)

Current at Maximum P ower (Impp/A)

Open Circuit Voltage (Voc/V)

Short Circuit Current (Isc/A)

Electric al Parameters (NMOT*)

1. Standar d Test  Conditio ns [STC]: irradi anc e 1000W/ m2;  AM 1.5;  ambient temper atu re 25°C accord ing to EN 60904- 3;

2. Nominal Module Oper ati ng Temper atur e (NMOT): Irradian ce 800W / m2;  wind speed 1m/ s , ambient t emper atur e 20°C.

3. Tolerance of Pm: 0~+5W, Measuring uncertainty of power:  ±3%. Performanc e deviation of Voc [V], Isc [A], Vm [V] and Im [A]: ±3%.
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30.21

9.33

36.75

9.74
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32.56

11.98

38.92

12.43

19.97
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30.30

9.70

36.99

10.02
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11.84

38.83

12.31

19.72
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30.27

9.58

36.91

9.93
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