


160-180W

Cell Type

Cells Layout

Dimension

Weight

Inter Layer

Junction Box

Connector

Frame

Maximum Load Capacity

Bifaciality

N Type Mono Cells

2*20

2088*1128*5mm

27kg

2mm Semi Tempered Coated Glass

EVA/POE/PVB

2mm Semi Tempered Glass

IP68 Rated 

MC4 (or Equivalent)

Optional

80±5%

Module Type: 

Maximum Power (Pmax/W)

Open Circuit Voltage (Voc/V)

Short Circuit Current (Isc/A)

Voltage at Maximum Power (Vmp/V)

Current at Maximum Power (Imp/A)

Power Tolerance (W)

170

170

14.50

14.03

12.68

13.40

0~+5

175

175

14.72

14.20

12.87

13.60

180

180

14.84

14.33

13.06

13.78

165

165

14.28

13.90

12.49

13.21

160

160

14.06

13.77

12.30

13.01

5%

10%

15%

20%

25%

Pmax(W)

189

198

207

216

225

15.58 

16.32 

17.07 

17.81 

18.55 

15.05 

15.76 

16.48 

17.20 

17.91 

Vmp(V)

13.71 

14.37 

15.02 

15.67 

16.33 

Imp(A)

14.47 

15.16 

15.85 

16.54 

17.23 

 (Taking 180W as an example) 

Drawings

1500V DC(IEC)

25A

34 Pcs / Pallet

*STC: Air Mass AM1.5, Irradiance 1000W/m,  Cell temperature 25°C.

2088mm

112.2mm

182mm

91mm 12mm

1128m
m

Maximum System Voltage

Operating Temperature

Nominal Operating Cell Temperature

Maximum rated current

Working Conditions
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